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Comet A65 SOM

Powerhouse Performance, Faster
Time-to-Market for Your Edge Applications!
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e System:
e FPGA: ASED065BB32AE4SRO (Agilex 5 E-Series

Device Group B)
Module Size : 75mm x 75mm
102 HVIO (3.3V x4, 1.8/2.5/3.3 x98)
143 HSIO (71 LVDS)
48 HPSIO MSEL(20] "
24 Transceivers i 4cB LPDDRA |
Interface: Two SEAM8 Connectors (4x100 pin) 4GBLPDDRA <%,
Board Management System : altemrd —

o Power and Temperature Monitor AGBIFERRA+—ouio Jalecs

o Auto Fan Control 656KLES

o Auto shutdown(power/temp. error)
e FPGA Side: oy pn  FOVRRECWOR
LED x1, KEY x1 ez | Bl f&’i
Fixed 50 /1T00MHz Clock :
Clock Generator for transceiver reference clock HPS Side:
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tgggsj'g; ;‘gg gg'g:: 883: Shared with HPS » LPDDRA-A; 4GB DDR4 with 32-bit data bus
-D- . ared wit
LPDDR4-C: 4GB 32bit DDR4 e 48 HPS 10 connected to SEAM8 connector

102-pin HVIO,143-pin HSIO to SEAM8 connectors « 8GB eMMC (Expandable) + eMMC SEL Switch
24 transceiver,4 ref. clock to SEAM8 connectors

Temperature
Sensor

QSPI Flash

B2B connector 1

B2B connector 2
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